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PerMitee: ANDALEX RESOURCES INC

Operator: ANDALEX RESOURCES INC

Site: WILDCAT LOADOUT
Address: PO BOX 910, EAST CARBON UT 84520-0910

County: CARBON
Permit Type: PERMANENT COAL PROGRAM

Permit Status: ACTIVE

Mineral Ownership Types of OperationsCurrent Acreages

100.00 Total Permitted
78.45 Total Disturbed
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I other

L l Underground
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M Loadout

U Processing

I Reprocessing

Repo rummary and status for pendlng enforc€m€nt actlons, pomlt conditiona, Division Orde'l, and amendments:

Division inspected Sediment Pond C b evaluab the amount and characteristics of sludge which has been transporbd
to the pond frcm Crandall Canyon mine.

I nspector's Sig nature: Date Thursday, March 31, 201 1

Kevin Lundmark,

Inspector lD Number: 63

Note: This inspection report does not constitute an affidavit of compliance with the regulatory program of the Division of Oil, Gas and Mining^

1594 lVest North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT84114-5801
telephone (801) 538-5340 facsimile (801) 359-3940 TTY (801) 538-?223 www.ogm.utah.gov
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Permit Number: c0070033
Inspection Type: TECHNICAL

Inspection Date: Wednesday, March 30, 2011

Start Date/Time: 3/30/2011 1:20:00 PM

End Ddte/Time: 3/30/2011 1:50:00 PM

Last Inspection:

Wrcrt idetts corrzrccl-"



PermitNumber: C0070033

Inspection Type: TECHNICAL
Inspection Date: Wednesday, March 90, 2011

1. Permits, Change, Transfer, Renewal, Sale

lnspection Gontinuation Sheet
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REVIEW OF PERMIT. PERFORMANCE STANDARDS PERMIT CONDITION REQUIREMENTS

1. Subsfantiate the elements on this inspection by checking the appropriate peiormance standard.
a. For COMPLETE inspecfibns provide nanative iustification for any elements notfully inspected unless elementis nof

apprcpriate to the site, in which case check Not Applicable.
b. For PARTIAL inspections check only the elements evaluated.

? Document any noncompliance situation by reference the NOV issued at the appropiate pertomance standard tisted below.3 Reference any nanatives wnffen in coniunction with f/us rnspection at tne apiipiate pertormace standard#sfed below.4. Provide a brief status repoft for all pending enforcement actions, Wrmit conditions, Divison Orders, and amendments.

Evaluated Not Applicable Comment

L]IT
Enforcement

T
2. Signs and Markers T T I u
3. Topsoil I I lT
4.a Hydrologic Balance: Diversions TTtrT
4.b Hydrologic Balance: Sediment Ponds and lmpoundments rEE T
4.c Hydrologic Balance: Other Sediment Control Measures IIT T
4.d Hydrologic Balance: Water Monitoring T Ttr T
4.e Hydrologic Balance: Effluent Limitations tr tr trI
5. Explosives T T TT
6. Disposal of Excess Spoil, Fills, Benches T T Ttr
7. Coal Mine Waste, Refuse Piles, lmpoundments TTTT
8. NoncoalWaste uT T T
9. Protection of Fish, Wildlife and Related Environmental lssues T I ET
10. Slides and Other Damage lTT T
11. Contemporaneous Reclamation tr IT u
12. Backfilling And Grading I TTT
13. Revegetation T tr TT
14. Subsidence Control T L] ltr
15. Cessation of Operations t-rT T n
16.a Roads: Construction, Maintenance, Surfacing T Ttr T
16.b Roads; Drainage Gontrols trIT I
17. OtherTransportation Facilities TT T T
18. Support Facilities, Utility Installations il u trT
19. AVS Check T Ttrr
20. Air Quality Permit T T II
21. Bonding and Insurance TT[*]il
22. Other T rl trL]



PermitNumber: C0070093

Inspection Type: TECHNICAL
Inspection Dater Wednesday, March 30, 2011

Inspection Gontinuation Sheet
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Sediment Pond was obserued to contain water in the NE half. Orange iron sludge
was visible in the portion of the pond which did not contain free watei. Sludge w:as
wet and not suitable to walk o1. Using a shovel, the sludge depth was inves-tigated at
several locations approximately 3 feet from the pond embankment. Sludge dJpth
ranged from about 12 inches nearthe half-round inletto about2 inches else*here.
The middle of the pond was not accessible.


